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installed in accordance with sub-
chapter J (Electrical Engineering) of 
this chapter. 

Subpart 90.27—Lifesaving 
Appliances and Arrangements 

§ 90.27–1 Lifesaving appliances and ar-
rangements. 

All lifesaving appliances and ar-
rangements must be in accordance 
with subchapter W (Lifesaving Appli-
ances and Arrangements) of this chap-
ter. 

[CGD 84–069, 61 FR 25288, May 20, 1996] 

Subpart 90.35—American Bureau 
of Shipping’s Standards 

§ 90.35–1 Standards to be used. 
(a) Where in this subchapter an item, 

or method of construction, or testing is 
required to meet the standards estab-
lished by the American Bureau of Ship-
ping, the current standards in effect at 
the time of construction of the vessel, 
or otherwise as applicable, shall be 
used. The current standards of other 
recognized classification societies may 
also be accepted upon approval by the 
Commandant. 

§ 90.35–5 Where obtainable. 
The standards established by the 

American Bureau of Shipping are usu-
ally published annually and may be 
purchased from the American Bureau 
of Shipping, ABS Plaza, 16855 
Northchase Drive, Houston, TX 77060. 
These standards may be also examined 
at the Office of the Commandant (CG– 
5PS), 2100 2nd St. SW., Stop 7126, Wash-
ington, DC 20593–7126, or at the Office 
of any Coast Guard District Com-
mander or Officer in Charge, Marine 
Inspection. 

[USCG–2012–0832, 77 FR 59779, Oct. 1, 2012] 

PART 91—INSPECTION AND 
CERTIFICATION 

Subpart 91.01—General Provisions; 
Certificate of Inspection 

Sec. 
91.01–1 Preemptive effect. 
91.01–2 When required. 
91.01–5 Posting. 

91.01–10 Period of validity for a Certificate 
of Inspection. 

91.01–15 Temporary certificate. 
91.01–20 Expired certificate. 
91.01–25 Emergency carriage of more than 16 

persons in addition to the crew on vessels 
not engaged in international voyages. 

Subpart 91.05—Permit To Proceed to 
Another Port for Repair 

91.05–1 When issued. 
91.05–5 To whom issued. 
91.05–10 Conditions of permit. 
91.05–15 Posting. 

Subpart 91.15—Inspection of Vessels 

91.15–1 Standards in inspection of hulls, 
boilers, and machinery. 

91.15–5 Alternate compliance. 

Subpart 91.20—Initial Inspection 

91.20–1 Prerequisite of certificate of inspec-
tion. 

91.20–5 When made. 
91.20–10 Plans. 
91.20–15 Scope of inspection. 
91.20–20 Specific tests and inspections. 

Subpart 91.25—Inspection for Certification 

91.25–1 Prerequisite of reissuance of certifi-
cate of inspection. 

91.25–5 Application for a Certificate of In-
spection. 

91.25–10 Scope of inspection. 
91.25–15 Lifesaving equipment. 
91.25–20 Fire extinguishing equipment. 
91.25–25 Hull equipment. 
91.25–30 Electrical engineering equipment. 
91.25–35 Marine engineering equipment. 
91.25–37 Tanks containing dangerous car-

goes. 
91.25–38 Pollution prevention. 
91.25–40 Sanitary inspection. 
91.25–45 Fire hazards. 
91.25–50 Inspector not limited. 

Subpart 91.27—Annual and Periodic 
Inspections 

91.27–1 Annual and periodic inspections. 
91.27–5 Certificate of Inspection: Conditions 

of validity. 
91.27–13 Alternative annual inspection for 

offshore supply vessels less than 400 gross 
tons in foreign ports. 

91.27–15 Inspectors not limited. 

Subpart 91.30—Inspection After Accident 

91.30–1 General or partial survey. 

Subpart 91.35—Sanitary Inspections 

91.35–1 When made. 
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